
OTR TIRES

E3/L3

Size PR Type Rim O.D. S.W T.D. Infl. P.
L.C.C.
(lbs/kg)

Infl. P.
L.C.C.
(lbs/kg)

L.I.

in in 32nds psi 5 mph psi 30 mph

mm mm mm KPa 10 kph KPa 50 kph

15.5-25 12 TL 12.00/1.3
50.5 15.6 30 58 12300 36 7150

168A2/149B
1282 396 24 400 5600 250 3250

17.5-25

16

TL 14.00/1.5

52.8 17.2 33 69 16100 44 9350
177A2/158B 

1341 437 26 475 7300 300 4250

20
53.3 17.9 33 83 18200 58 11000

181A2/164B
1354 455 26 575 8250 400 5000

20.5-25

16

TL 17.00/2.0

59.6 20.7 37 51 18200 40 12000
181A2/167B

1514 526 29 350 8250 275 5450

20
58.8 20.5 37 65 20900 47 13200

186A2/170B
1493 521 29 450 9500 325 6000

23.5-25

16

TL 19.50/2.5

63.2 23.9 43 44 20900 33 13600
186A2/171B

1605 607 34 300 9500 225 6150

20
63.4 22.9 43 54 24000 44 16100

191A2/179B
1610 582 34 375 10900 300 7300

28
63.7 23.5 43 83 30000 58 19300

199A2/183B
1618 597 34 575 13600 400 8750

26.5-25

20

TL 22.00/3.0

68.9 26.5 44 51 29100 36 18200
198A2/181B

1750 673 35 350 13200 250 8250

24
68.9 26.5 44 58 30900 44 20400

200A2/185B
1750 673 35 400 14000 300 9250

28
68.9 26.5 44 69 34200 51 22000

203A2/188B
1750 673 35 475 15500 350 10000

The Power Maxx+ HD features an aggressive tread design and 
excellent self-cleaning characteristics that provide exceptional 
traction in  mud and dirt. It is ideally suited for articulated dump 
trucks and loaders.

Engineered for:
Loaders \ Dump Trucks

POWER 
MAXX+ HD


